
SAS has been manufacturing long forks for moving vehicles in salvage yards, auto recyclers and 
auto pools since 1972. Long forks are designed to fit specific application and usage pattern.

Safety

Return on 
Investment

Built For 
Optimum 

Performance

The SAS Long Forks reach suspensions to 
lift on solid components. Cars will remains 
table and are held from siding sideways 
by fixed distance between forks. Fast 
moving is ensured to be safe with exlusive 
standard 15’ SAS Forks propietary design 
that does not bounce. This is essential for 
moving cars and light trucks across rough 
and upredictable terrain to ensure cars 
don’t flip off the forks.  

Save hundreds of dollars per day by 
handling cars from the front with SAS 
Forks by eliminating door damage and 
loss of this inventory revenue as a 
result from side lifting damage. You 
can protect revenue and front end 
components with SAS Bumpers. 

When properly used the Long Forks 
will not damage undercariages, drive 
shafts, transfer case, transmission, fuel 
tanks, etc. Visibility for the operator is 
provided with our “see thru” carriage 
for safety. The operator will have 
quicker entry under cars with standard 
3” veticle baldes which have 60% less 
square inches than typical 8” wide forks, 
which lessens the chance of pushing this 
car into the next one.
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SSpecifications

The SAS Crushing Fork is made to handle the tough use on a daily basis in auto salvage 
operations, scrappers and contract crushers. They are available in 5 styles and are 

customizable to best fit your operation.

Specification Unit
Long Forks

1 1 - HD 2 3 Options**
Wheel Loader Curb Weight lbs 26-35,000 35-45,000 26-38,000 <30,000 -

Blade Type - Solid Steel 
Alloy

Solid Steel 
Alloy

Flat Solid 
Forged

L Shaped 
Solid Forged -

Blade Thickness inch 5 5 3 2.5 3, 3.5, 4
Blade Width inch 3 4 6 6 8
Usable Length Feet 15.5 17.5 15.5 14.0 10-18
Taper Length inch 96 96 42 42 -
Tip Taper Facing - down down down down up
Blade Spacing - Outside inch 41 41 41 n/a -
Back Height inch 29 29 29 35 -
Carriage Included - yes yes yes no yes
Carriage Width inch 44 44 44 n/a -
Skid Pressure Plates - no no yes no -
Skid Plates - Carriage - yes yes yes no -
Skid Plates - Blade Tip - yes yes no no -
*SAS Bumpers available in STD or Super 
**Other options available with consulting for our engineering department.


