
SAS Quarry Forks are designed to sustain the tough demands while quarrying 
dimensioned stone transportation.

Efficiency

Return on 
Investment

Built For 
Optimum 

Performance

The SAS Quarry Forks are designed 
to maintain 100% of breakout force 
of machine. Fork carriage utilizes “T” 
and double “TT” to absorb impact and 
disperse it throughout the machine 
to lesson absorbed shock. There is an 
added 500-1000lbs of lift capacity over 
competitors.

ZERO down time, SAS Quarry Forks 
have been field tested with NO fork 
breakage. SAS Quarry Fork carriage is 
built completely of high tensile steel for 
optimum durability and life. Multi-use fork 
spacing, which means there’s no need 
to switch forks back and forth for lifting 
and quarrying. Designed for high visibility 
in quarrying, lifting dimensioned stone, 
loading and unloading of trailers.
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Reduced maintenance time, increased 
productivity and economical investment.



SSpecifications

The SAS Quarry Forks are designed with reinforced carriages and forks that provide the 
durability required in rock quarry operations. From skid steers to the largest 200,000lb wheel 

loaders, SAS Quarry Forks fit your needs of long life and rugged construction providing you 
with a product that will outlast the competition.

Specification Unit
Quarry Forks

1 2 3 4
Machine Weight lbs <44,000 45-69,000 70-119,000 >120,000
Carriage Back Height inch 33 40 40 60
Carriage Width inch 42 56 65 81
Outside Fork Spacing inch 20-38 52 56 70
Blade Thickness inch 3.5 4 5 6
Blade Width inch 8 10 10 12
Usable Length inch 72 72 72 72
Approx. Taper Length inch 43 30 47 47
*Custom Quarry Forks are available with consulting with our engineering department.


